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«Y» STRAINER BASKET
TECHNICAL PASSPORT
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 «Y» STRAINER BASKET
STAINLESS STEEL BODY

APPLICATION

Area of use: Water distribution and watering.

Fluids:  water and compatible fluids.

GENERAL CHARACTERISTICS

• Range : DN 1/2’’ to DN 4’’.
• Easy cleaning and disassembling.
• Nylon threaded BSP male connection according to ISO 228-1.

PRODUCT APPROVALS

DIMENSIONS

CONSTRUCTION

Pos. Description Material
1 End part Nylon
2 Mesh Stainless steel 304

WORKING CONDITIONS

Maximum working pressure : 10 bar 
Maximum working temperature: -20°C /+100°C.

DN
G L L1 H Weight

inch mm
1/2’’ 15 15 39 8 27.5 6 g
3/4’’ 20 19.5 43 7 35 10 g
1’’ 25 24.3 55 10 41 17 g

1’’1/4 32 34.5 62 10 48.5 17 g
1’’1/2 40 40 69 10 57.5 29 g

2’’ 50 49.5 83 11.5 68.5 43 g
2’’1/2 65 63 96 14 83 76 g

3’’ 80 77 105 12 94 87 g
4’’ 100 98 117 14 128 180 g


